
Datablad | Slankt plakatskab udendørs A1 med lås

Document size Front 100 x 100 cm.:

Designguide | Messedisk LED med hylde
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Your
Design

Do not use this designguide as a template. 
You can download templates under each of our products on our webshop.! 

File size / Final size. 100 x 100 cm 

Safety area. Keep important text and logos in safe distance from the edge.

Document size Sides 30 x 80 cm.:

File type:

Front:

 PDF (High Quality Print) 

Fonts and graphics: All fonts must be outlined. Logos must be vectorized.
Crop marks: Do not include bleed, crop marks or any other printing marks in the document. 

Images: If the print le contain image(s), they must be embedded. Resolution must be min. 300 dpi.
Colours: Files should be prepared within the CMYK technology (Fogra39 colour pro le) 

we recommend to use the value C: 30% M: 30% Y: 30% K: 100%.
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Varenr. 60-00144

Kort fortalt

Aflåseligt plakatskab til A1, kun 4,5 cm dybt

4 mm sikkerhedsglas med sort keramisk kant

Magnetisk bagvæg holder plakaten

IP56 vejrbestandigt, brandklasse B1

Generelt
Materiale Aluminium, stål og sikkerhedsglas
Anvendelse Udendørs - tåler regn (IP56)
Certificering brandklasse B1 (DIN 4102), IP56 (tæt mod støv

og vand)

Udgaver og mål

Udgave Mål (B x H x D) Format Synligt område Vægt

A1 67,3 x 92 x 4,5 cm A1 (59,4 x 84,1 cm) 57,3 x 82 cm 12 kg

Emballage (ca.): 100,5 x 73,5 x 10 cm (A1)

Alle mål og vægte er ca.-mål og kan variere en smule. Ret til ændringer forbeholdes.
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Product data sheet | Slim outdoor poster case A1

Document size Front 100 x 100 cm.:

Designguide | Messedisk LED med hylde

100 cm

100 cm 80 cm

Your
Design

Do not use this designguide as a template. 
You can download templates under each of our products on our webshop.! 

File size / Final size. 100 x 100 cm 

Safety area. Keep important text and logos in safe distance from the edge.

Document size Sides 30 x 80 cm.:

File type:

Front:

 PDF (High Quality Print) 

Fonts and graphics: All fonts must be outlined. Logos must be vectorized.
Crop marks: Do not include bleed, crop marks or any other printing marks in the document. 

Images: If the print le contain image(s), they must be embedded. Resolution must be min. 300 dpi.
Colours: Files should be prepared within the CMYK technology (Fogra39 colour pro le) 

we recommend to use the value C: 30% M: 30% Y: 30% K: 100%.
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Item no. 60-00144

At a glance

Lockable poster case for A1, only 4.5 cm deep

4 mm safety glass with black ceramic border

Magnetic back wall holds the poster

IP56 weather resistant, B1 fire rated

General
Material Aluminium, steel and safety glass
Use Outdoor - rainproof (IP56)
Certification fire class B1 (DIN 4102), IP56 (dust and water

protected)

Versions and dimensions

Version Size (W x H x D) Format Visible area Weight

A1 67.3 x 92 x 4.5 cm A1 (59.4 x 84.1 cm) 57.3 x 82 cm 12 kg

Packaging (approx.): 100.5 x 73.5 x 10 cm (A1)

All dimensions and weights are approximate and may vary slightly. Subject to change.
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